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PUMP PAD DETAIL

2"

GRADEGRADEGRADE

RIVER WATER
LINE REFERENCE

PAD CURB IS TO
BE MIN. 2"
ABOVE GRADE

PAD IS TO BE IS TO BE 2.5"
BELOW FLANGE BOLTS FOR
ACCESS

ROTATE JUNCTION
BOX TO HORIZONTAL
POSITION FOR BOTTOM
CONNECTION.

INSTALL PLASTIC
PROTECTIVE COVER

1" LIQUIDTITE
FLEXIBLE
CONDUIT W/
4FT LOOP

NON-FUSED
DISCNNECT

1.5" RIGID RISER
PIPE

ATTN: 
NO WIRE 
NUTS

WIRING CONNECTIONS
MUST USE
1. MECH SPLIT BOLTS
OR
2. POLARIS TAP
   CONNECTORS

WIRING CONNECTION DETAIL

SCALE: 1/2"=1'-0"

1" PVC CONDUIT TO
PANEL POWER SUPPLY

WIRING JUNCTION AS
NEEDED MOUNTED
ON UNI-STRUT FRAME

3" PVC LINE FOR
PROPER DRAINAGE

1" X 4' FLEX CONDUIT

RIVERFLOW PUMP WITH
MOTOR

4' x 3' CONCRETE PAD

PAD CURB IS TO
BE MIN. 2"
ABOVE GRADE

PAD IS TO BE IS TO BE
2.5" BELOW FLANGE
BOLTS FOR ACCESS

WITH 4" WIDE CURB
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